
Study nameplate instructions and unit carefully to familiarize 

yourself with the operating instructions.  Quell portable 

extinguishers operate by squeezing the lever.  Each time the 

lever opens the valve, the stored pressure will force out some 

of the extinguishing agent.  If the lever is not released the 

entire contents will be discharged.

THE GREEN TAG IS AN ANTI-TAMPER SECURITY TIE. DO NOT 

REMOVE / CUT / TAMPER.  THE GREEN SECURITY TIE WILL 

BREAK WHEN PULL PIN IS REMOVED UPON USE OF 

EXTINGUISHER.

Should fire occur, grasp the extinguisher firmly and pull out 

locking pin.  Hold the extinguisher upright and point nozzle 

toward base of flames.  Remain low, out of smoke and heat, 

approach the fire as shown on nameplate pictographs.  

Squeeze handle and lever and sweep agent across the base 

of the fire in a side to side motion.

After initial assault move progressively closer to fire, 

enabling the powder to reach the furthest burning sections.  

Keep your back toward the wind.  If extinguisher discharge 

scatters fire you are too close, move back until scattering 

action ceases.

After fire is out, survey area for several minutes for 

“flashback” or small recurrences or flame.  Check the rubble.  

Where there is smoke there can be fire.  Be sure fire is out.  

Clean up area immediately after fire is confirmed out.  Some 

dry chemical agents may corrode property if not cleaned up 

soon after extinguishment.  Shut off power if you suspect fire 

was of electrical origin.

WARNING: DO NOT TEST FIRE YOUR EXTINGUISHER

By activating even the smallest amount of extinguishant you 

will cause the extinguisher to gradually lose pressure and it 

will not be fully charged for use in an emergency.
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There are two common types of fire extinguishers.  

Type ABE extinguishers fight wood, paper and textile 

fires, plus flammable liquids and electrical fires.  Type 

BE extinguishers are for flammable liquids and 

electrical fires.  To determine which class or classes a 

fire extinguisher is designed to fight, read the 

extinguisher label.  Using the wrong extinguisher on a 

fire could do more harm than good.  Be sure you 

understand which extinguisher is appropriate for each 

class of fire.

Home / Vehicle / Marine

Auto / Recreational / Marine

Home / Garage / Workshop

Home / Garage / Workshop

Kitchen / Garage

Maintain in accordance with Australian Standard 
AS1851

Every Six Months:

1. Check that the extinguisher has not been discharged.

2. Check extinguisher for damage and corrosion.

3. Check operating pressure. Gauge pointer should be 

in green zone.

4. Check that nozzle is not blocked.

5. Invert extinguisher and tap sides to ensure powder 

remains free flowing.

6. Check cylinder date stamp. If over 5 years old the 

cylinder requires a pressure test and refilling.

NOTE: Where fire extinguisher is subject to constant 

vibration or extreme heat (e.g., in vehicles), more 

frequent checks are recommended.

Compatibility Chart

Service Instructions

Which Extinguisher To UseHow to use you Fire Extinguisher

Heavy Industrial

9.0kg 6A:80B:E

4.5kg 4A:60B:E

Industrial

4.5kg 4A:60B:E
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5
/P

1.5kg 2A:30B:E

Congratulations!

You have just bought a product that can help keep you safe.

For a range of other fire and safety products from Quell visit www.quell.com.au or your major retailer nationally.
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